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Introduction

Pipe decoration covers are made from 0.25mm thick PVC Sheet and rolled into diameters which are slightly less than
the diameter of the pipe over which they are intended for. They are, as their name suggests intended to provide an
immediate decoration to exposed pipe work and are available to suit both 15 and 22mm water pipes. They are fixed
by means of snapping over the pipe and do not require any fastenings. They are available in white colour and with a
foil laminate to provide for a chrome looking finish. The material from which they are made is UV stabilized to help
prevent degradation from sunlight. Having said this they are not suitable for use in areas exposed to direct sunlight.
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Production

PVC is a very durable and long lasting material which can be used in a variety of applications, either rigid or flexible,
white or black and a wide range of colours in between.

The essential raw materials for PVC are derived from salt and oil. The electrolysis of salt water produces chlorine,
which is combined with ethylene (obtained from oil) to form vinyl chloride monomer (VCM). Molecules of VCM are
polymerised to form PVC resin, to which appropriate additives are incorporated to make a customised PVC
compound

Physical Properties

Tensile Strength 2.60 N/mm2
Notched Impact Strength 2.0 - 45Kj/m2
Thermal Coefficient of expansion 80 x 10-6
Max Cont Use Temp 60°C

Density 1.38g/cm3

PVC consumes less primary energy during production
than any of the other commodity plastics
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